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DISCUSS ITEMS
Weather filing criteria, approach and landing minimums, partial panel/ESIS approach, SSE GCA approach, SSE PAR configuration point, SSE ILS approach, SSE ILS configuration point, and SSE ASR configuration point with or without recommended altitudes, avionics system/malfunctions.
Weather Filing Criteria

CNAF 4.8.4.2 IFR Flight Plans 
Regardless of weather, IFR flight plans shall be filed and flown whenever practicable as a means of reducing midair collision potential. In any case, forecast meteorological conditions must meet the weather minimum criteria shown in Figure 4-1 for filing IFR flight plans and shall be based on the pilot’s best judgment as to the runway that will be in use upon arrival. IFR flight plans may be filed for destination at which the forecasted weather is below the appropriate minimums provided a suitable alternate airfield is forecast to have at least 3,000-foot ceiling and 3-statute- mile visibility during the period 1 hour before ETA until 1 hour after ETA. 
CNAF 4.8.4.3 Alternate Airfield
An alternate airfield is required when the weather at the destination is forecast to be less than 3,000-foot ceiling and 3-statute-mile visibility during the period 1 hour before ETA until 1 hour after ETA. 
Note
If an alternate airfield is required, it must have a published approach compatible with installed operable aircraft navigation equipment that can be flown without the use of two-way radio communication whenever either one of the following conditions is met: 
a. The destination lacks the above described approach. 
b. The forecasted weather at the alternate is below 3,000-foot ceiling and 3-statute- mile visibility during the period 1 hour before ETA until 1 hour after ETA. 
	DESTINATION WEATHER
ETA plus and minus 1 hour
	ALTERNATE WEATHER
ETA plus and minus 1 hour

	0 — 0 up to but not including Published minimums
	3,000 — 3 or better

	Published minimums up to but not including 3,000 — 3

(single-piloted absolute minimums 200 — 1/2)

(single-piloted helicopter/tilt-rotor absolute minimums 200-1/4)
	NON-PRECISION
	PRECISION

	
	* Published minimums plus 300-1
	* Published minimums plus 200-1/2

	3,000 — 3 or better
	No alternate required

	* In the case of single-piloted or other aircraft with only one operable UHF/VHF transceiver, radar approach (PAR/ASR) minimums shall not be used as the basis for selection of an alternate airfield. 


Approach and Landing Minimums

Always check the NOTAMs for that airfield or specific approach.
Single-Piloted aircraft are only allowed to shoot approaches with weather below published minimums for training purposes and the airfield is neither the Destination nor the Alternate.

Multi-Piloted aircraft are allowed to shoot approaches with weather below published mins.

Partial Panel/ESIS Approach

SSE GCA Approach
Recommend 150 KIAS in the downwind.

Slow to 120 KIAS at normal dual engine configuration point.
Configure appropriately for PAR/ASR.
In a serious enough emergency, Approach Control can administer an unpublished ASR to nearly any airfield on their scope.

SSE PAR Configuration Point

10 second gear warning
SSE ILS Approach

SSE ILS Configuration Point

Half-dot below glideslope.
SSE ASR Configuration Point With or Without Recommended Altitudes

With: 10 second gear warning. Maintain recommended altitudes.
Without: Safe position to land. Technique is to configure/descend at the VDP.
Avionics System/Malfunctions
3 ADCs
2 AHRS

Be familiar with Ch 20 of NATOPS.
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